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REVIEW DATE:   27 OCTOBER 2023 
MEETING DATE:  2 NOVEMBER2023 
PROJECT REPRESENTATIVE: LANC & TULLY ENGINEERS 
 

1. The Tree Removal Plan should be modified to identify each of the three classes of trees in the Town 
Tree Preservation Code.  It appears that only a limited number of the trees on the site would be 
considered under the Tree Code based on diameter. 
 

2. Percolation testing for the subsurface sanitary sewer disposal system design is required.\ 
 

3. The septic design references a PRESBY System, while the details identify an Elgin Proprietary System.  
This should be clarified. 
 

4. The sanitary sewer reserve area must be 100% for commercial systems.  It appears that the reserve 
area is 50%. 
 

5. The system design calculations are based on the 10,080 square foot building previously proposed.  
Building is now 10,000 square feet. 
 

6. This office awaits the submission of a Stormwater Pollution Prevention Plan (SWPPP).  The plan is 
identified to be provided under separate cover. 
 

7. The applicants are proposing a dry-laid stone wall along the entire property frontage to mitigate the 
parking in front of the structure which is inconsistent with the Town’s Design Guidelines.  The height 
of the stone wall is identified as varies in the detail.  The height of the wall should be identified in 
the detail. 
 

8. When the SWPPP is provided impacts to adjoining properties with regard to the point discharge 
should be addressed. 
 

9. The outlet protection for retaining wall pipe penetration detail did not print on Plan Sheet 12 of 12. 
 

10. NYSDOT approval for utility connections is required. 
 

11. ARB approval for the structure is required. 
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12. The access easement for use of the common commercial driveway must be reviewed by the 
Planning Board Attorney. 
 

13. Project requires submission to the Orange County Planning Department in order for the complete 
submission to be made the SWPPP must also be submitted to the County. 
 
 

Respectfully submitted, 
 

MHE Engineering, D.P.C. 
 

 
Patrick J. Hines 
Principal 
PJH/kbw 
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MC-7200 TECHNICAL SPECIFICATION
NTS

PART # STUB B C
MC4500REPE06T 6" (150 mm)

42.54" (1.081 m) ---
MC4500REPE06B --- 0.86" (22 mm)
MC4500REPE08T 8" (200 mm)

40.50" (1.029 m) ---
MC4500REPE08B --- 1.01" (26 mm)
MC4500REPE10T 10" (250 mm)

38.37" (975 mm) ---
MC4500REPE10B --- 1.33" (34 mm)
MC4500REPE12T 12" (300 mm)

35.69" (907 mm) ---
MC4500REPE12B --- 1.55" (39 mm)
MC4500REPE15T 15" (375 mm)

32.72" (831 mm) ---
MC4500REPE15B --- 1.70" (43 mm)

MC4500REPE18TC

18" (450 mm)
29.36" (746 mm) ---

MC4500REPE18TW
MC4500REPE18BC

--- 1.97" (50 mm)
MC4500REPE18BW
MC4500REPE24TC

24" (600 mm)
23.05" (585 mm) ---

MC4500REPE24TW
MC4500REPE24BC

--- 2.26" (57 mm)
MC4500REPE24BW
MC4500REPE30BC 30" (750 mm) --- 2.95" (75 mm)
MC4500REPE36BC 36" (900 mm) --- 3.25" (83 mm)
MC4500REPE42BC 42" (1050 mm) --- 3.55" (90  mm)

NOTE: ALL DIMENSIONS ARE NOMINAL

NOMINAL CHAMBER SPECIFICATIONS
SIZE (W X H X INSTALLED LENGTH) 100.0" X 60.0" X 48.3" (2540 mm X 1524 mm X 1227 mm)
CHAMBER STORAGE 106.5 CUBIC FEET (3.01 m³)
MINIMUM INSTALLED STORAGE* 162.6 CUBIC FEET (4.60 m³)
WEIGHT 130.0 lbs. (59.0 kg)

NOMINAL END CAP SPECIFICATIONS
SIZE (W X H X INSTALLED LENGTH) 90.2" X 59.4" X 30.7" (2291 mm X 1509 mm X 781 mm)
END CAP STORAGE 35.7 CUBIC FEET (1.01 m³)
MINIMUM INSTALLED STORAGE* 108.7 CUBIC FEET (3.08 m³)
WEIGHT 135.0 lbs. (61.2 kg)

*ASSUMES 12" (305 mm) STONE ABOVE, 9" (229 mm) STONE FOUNDATION AND BETWEEN CHAMBERS,
12" (305 mm) STONE PERIMETER IN FRONT OF END CAPS AND 40% STONE POROSITY.

STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B"
STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T"
END CAPS WITH A WELDED CROWN PLATE END WITH "C"
END CAPS WITH A PREFABRICATED WELDED STUB END WITH "W"

B

C

83.4"79.1"
INSTALLED

60.0"
(1524 mm)

100.0" (2540 mm) 90.0"

59.4"
(1509 mm)

30.7"
(781 mm)

INSTALLED

35.1"
(891 mm)

UPPER JOINT
CORRUGATION

WEB
CREST

CREST
STIFFENING RIB

VALLEY
STIFFENING RIB

BUILD ROW IN THIS DIRECTION

LOWER JOINT CORR.

FOOT

CUSTOM PRECORED INVERTS ARE
AVAILABLE UPON REQUEST.
INVENTORIED MANIFOLDS INCLUDE
12-24" (300-600 mm) SIZE ON SIZE
AND 15-48" (375-1200 mm)
ECCENTRIC MANIFOLDS. CUSTOM
INVERT LOCATIONS ON THE MC-4500
END CAP CUT IN THE FIELD ARE NOT
RECOMMENDED FOR PIPE SIZES
GREATER THAN 10" (250 mm). THE
INVERT LOCATION IN COLUMN 'B'
ARE THE HIGHEST POSSIBLE FOR
THE PIPE SIZE.

UNDERDRAIN DETAIL
NTS

A

A

B B

SECTION A-A

SECTION B-B
NUMBER AND SIZE OF UNDERDRAINS PER SITE DESIGN ENGINEER
4" (100 mm) TYP FOR SC-310 & SC-160LP SYSTEMS
6" (150 mm) TYP FOR SC-740, DC-780, MC-3500 & MC-4500 SYSTEMS

OUTLET MANIFOLD

STORMTECH
END CAP

STORMTECH
CHAMBERS

STORMTECH
CHAMBER

STORMTECH
END CAP

DUAL WALL
PERFORATED
HDPE
UNDERDRAIN

ADS GEOSYNTHETICS 601T
NON-WOVEN GEOTEXTILE

ADS GEOSYNTHETICS 601T
NON-WOVEN GEOTEXTILE

FOUNDATION STONE
BENEATH CHAMBERS

FOUNDATION STONE
BENEATH CHAMBERS

MC-SERIES END CAP INSERTION DETAIL
NTS

NOTE: MANIFOLD STUB MUST BE LAID HORIZONTAL
FOR A PROPER FIT IN END CAP OPENING.

12" (300 mm)
MIN SEPARATION

12" (300 mm) MIN INSERTION

MANIFOLD HEADER

MANIFOLD STUB

STORMTECH END CAP

12" (300 mm)
MIN SEPARATION

12" (300 mm)
MIN INSERTION

MANIFOLD HEADER

MANIFOLD STUB

INSPECTION & MAINTENANCE
STEP 1) INSPECT ISOLATOR ROW FOR SEDIMENT

A. INSPECTION PORTS (IF PRESENT)
A.1. REMOVE/OPEN LID  ON NYLOPLAST INLINE DRAIN
A.2. REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED
A.3. USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF SEDIMENT AND RECORD ON MAINTENANCE LOG
A.4. LOWER A CAMERA INTO ISOLATOR ROW FOR VISUAL INSPECTION OF SEDIMENT LEVELS (OPTIONAL)
A.5. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

B. ALL ISOLATOR ROWS
B.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF ISOLATOR ROW
B.2. USING A FLASHLIGHT, INSPECT DOWN THE ISOLATOR ROW THROUGH OUTLET PIPE

i) MIRRORS ON POLES OR CAMERAS MAY BE USED TO AVOID A CONFINED SPACE ENTRY
ii) FOLLOW OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF ENTERING MANHOLE

B.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO STEP 3.

STEP 2) CLEAN OUT ISOLATOR ROW USING THE JETVAC PROCESS
A. A FIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD OF 45" (1.1 m) OR MORE IS PREFERRED
B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS CLEAN
C. VACUUM STRUCTURE SUMP AS REQUIRED

STEP 3) REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD OBSERVATIONS AND ACTIONS.

STEP 4) INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE STORMTECH SYSTEM.

NOTES
1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF OPERATION. ADJUST THE INSPECTION INTERVAL BASED ON PREVIOUS

OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH WATER ELEVATIONS.

2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN INSPECTION SHOWS THAT MAINTENANCE IS NECESSARY.

18" (450 mm) MIN WIDTH

CONCRETE SLAB
8" (200 mm) MIN THICKNESS

MC-7200 6" (150 mm) INSPECTION PORT DETAIL
NTS

* THE PART# 2712AG6IPKIT CAN BE
USED TO ORDER ALL NECESSARY
COMPONENTS FOR A SOLID LID
INSPECTION PORT INSTALLATION

MC-7200 CHAMBER

6" (150 mm) SDR35 PIPE

CONCRETE COLLAR NOT REQUIRED
FOR UNPAVED APPLICATIONS

12" (300 mm) NYLOPLAST INLINE DRAIN
BODY W/SOLID HINGED COVER OR GRATE
PART# 2712AG6IP*
SOLID COVER: 1299CGC*
GRATE: 1299CGS

CONCRETE COLLAR

PAVEMENT

FLEXSTORM CATCH IT
PART# 6212NYFX

WITH USE OF OPEN GRATE

6" (150 mm) INSERTA TEE
PART# 6P26FBSTIP*

INSERTA TEE TO BE CENTERED IN
VALLEY OF CORRUGATIONS

ACCEPTABLE FILL MATERIALS: STORMTECH MC-7200 CHAMBER SYSTEMS

PLEASE NOTE:
1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED,

ANGULAR NO. 4 (AASHTO M43) STONE".
2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR 'A' LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9" (230 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH A VIBRATORY COMPACTOR.
3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR DRAGGING WITHOUT COMPACTION

EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS.

NOTES:

1. MC-7200 CHAMBERS SHALL CONFORM TO THE
REQUIREMENTS OF ASTM F2418 "STANDARD
SPECIFICATION FOR POLYPROPYLENE (PP)
CORRUGATED WALL STORMWATER COLLECTION
CHAMBERS".

2. MC-4500 CHAMBERS SHALL BE DESIGNED IN
ACCORDANCE WITH ASTM F2787 "STANDARD
PRACTICE FOR STRUCTURAL DESIGN OF
THERMOPLASTIC CORRUGATED WALL
STORMWATER COLLECTION CHAMBERS".

3. "ACCEPTABLE FILL MATERIALS" TABLE ABOVE
PROVIDES MATERIAL LOCATIONS,
DESCRIPTIONS, GRADATIONS, AND COMPACTION
REQUIREMENTS FOR FOUNDATION, EMBEDMENT,
AND FILL MATERIALS.

4. THE SITE DESIGN ENGINEER IS RESPONSIBLE
FOR ASSESSING THE BEARING RESISTANCE
(ALLOWABLE BEARING CAPACITY) OF THE
SUBGRADE SOILS AND THE DEPTH OF
FOUNDATION STONE WITH CONSIDERATION FOR
THE RANGE OF EXPECTED SOIL MOISTURE
CONDITIONS.

5. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL
CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED
GRADE. MOST PAVEMENT SUBBASE SOILS CAN
BE USED TO REPLACE THE MATERIAL
REQUIREMENTS OF LAYER 'C' OR 'D' AT THE SITE
DESIGN ENGINEER'S DISCRETION.

6. PERIMETER STONE MUST BE EXTENDED
HORIZONTALLY TO THE EXCAVATION WALL FOR
BOTH VERTICAL AND SLOPED EXCAVATION
WALLS.

MATERIAL LOCATION DESCRIPTION AASHTO  MATERIAL
CLASSIFICATIONS

COMPACTION / DENSITY
REQUIREMENT

D

FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS
FROM THE TOP OF THE 'C' LAYER TO THE BOTTOM
OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED
GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE
MAY BE PART OF THE 'D' LAYER

ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER
ENGINEER'S PLANS. CHECK PLANS FOR PAVEMENT

SUBGRADE REQUIREMENTS.
N/A

PREPARE PER SITE DESIGN ENGINEER'S PLANS.
PAVED INSTALLATIONS MAY HAVE STRINGENT
MATERIAL AND PREPARATION REQUIREMENTS.

C

INITIAL FILL: FILL MATERIAL FOR LAYER 'C'
STARTS FROM THE TOP OF THE EMBEDMENT
STONE ('B' LAYER) TO 24" (600 mm) ABOVE THE
TOP OF THE CHAMBER. NOTE THAT PAVEMENT
SUBBASE MAY BE A PART OF THE 'C' LAYER.

GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35%
FINES OR PROCESSED AGGREGATE.

 MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN LIEU
OF THIS LAYER.

AASHTO M145¹
A-1, A-2-4, A-3

OR

AASHTO M43¹
3, 357, 4, 467, 5, 56, 57, 6, 67, 68, 7, 78, 8, 89,

9, 10

BEGIN COMPACTIONS AFTER 24" (600 mm) OF
MATERIAL OVER THE CHAMBERS IS REACHED.
COMPACT ADDITIONAL LAYERS IN 12" (300 mm)

MAX LIFTS TO A MIN. 95% PROCTOR DENSITY FOR
WELL GRADED MATERIAL AND 95% RELATIVE

DENSITY FOR PROCESSED AGGREGATE
MATERIALS.

B
EMBEDMENT STONE: FILL SURROUNDING THE
CHAMBERS FROM THE FOUNDATION STONE ('A'
LAYER) TO THE 'C' LAYER ABOVE.

CLEAN, CRUSHED, ANGULAR STONE AASHTO M43¹
3, 4

A
FOUNDATION STONE: FILL BELOW CHAMBERS
FROM THE SUBGRADE UP TO THE FOOT (BOTTOM)
OF THE CHAMBER.

CLEAN, CRUSHED, ANGULAR STONE AASHTO M43¹
3, 4

PLATE COMPACT OR ROLL TO ACHIEVE A FLAT
SURFACE.2,3

NO COMPACTION REQUIRED.

IMPORTANT - NOTES FOR THE BIDDING AND INSTALLATION OF MC-7200 CHAMBER SYSTEM
1. STORMTECH MC-7200 CHAMBERS SHALL NOT BE INSTALLED UNTIL THE MANUFACTURER'S REPRESENTATIVE HAS COMPLETED A PRE-CONSTRUCTION MEETING WITH THE INSTALLERS.

2. STORMTECH MC-7200 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE WITH THE "STORMTECH MC-3500/MC-7200 CONSTRUCTION GUIDE".

3. CHAMBERS ARE NOT TO BE BACKFILLED WITH A DOZER OR EXCAVATOR SITUATED OVER THE CHAMBERS.
STORMTECH RECOMMENDS 3 BACKFILL METHODS:
· STONESHOOTER LOCATED OFF THE CHAMBER BED.
· BACKFILL AS ROWS ARE BUILT USING AN EXCAVATOR ON THE FOUNDATION STONE OR SUBGRADE.
· BACKFILL FROM OUTSIDE THE EXCAVATION USING A LONG BOOM HOE OR EXCAVATOR.

4. THE FOUNDATION STONE SHALL BE LEVELED AND COMPACTED PRIOR TO PLACING CHAMBERS.

5. JOINTS BETWEEN CHAMBERS SHALL BE PROPERLY SEATED PRIOR TO PLACING STONE.

6. MAINTAIN MINIMUM 9" (230 mm) SPACING BETWEEN THE CHAMBER ROWS.

7. INLET AND OUTLET MANIFOLDS MUST BE INSERTED A MINIMUM OF 12" (300 mm) INTO CHAMBER END CAPS.

8. EMBEDMENT STONE SURROUNDING CHAMBERS MUST BE A CLEAN, CRUSHED, ANGULAR STONE MEETING THE AASHTO M43 DESIGNATION OF #3 OR #4.

9. STONE SHALL BE BROUGHT UP EVENLY AROUND CHAMBERS SO AS NOT TO DISTORT THE CHAMBER SHAPE. STONE DEPTHS SHOULD NEVER DIFFER BY MORE THAN 12" (300 mm) BETWEEN ADJACENT
CHAMBER ROWS.

10. STONE MUST BE PLACED ON THE TOP CENTER OF THE CHAMBER TO ANCHOR THE CHAMBERS IN PLACE AND PRESERVE ROW SPACING.

11. THE CONTRACTOR MUST REPORT ANY DISCREPANCIES WITH CHAMBER FOUNDATION MATERIAL BEARING CAPACITIES TO THE SITE DESIGN ENGINEER.

12. ADS RECOMMENDS THE USE OF "FLEXSTORM CATCH IT" INSERTS DURING CONSTRUCTION FOR ALL INLETS TO PROTECT THE SUBSURFACE STORMWATER MANAGEMENT SYSTEM FROM CONSTRUCTION
SITE RUNOFF.

NOTES FOR CONSTRUCTION EQUIPMENT
1. STORMTECH MC-7200 CHAMBERS SHALL BE INSTALLED IN ACCORDANCE WITH THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE".

2. THE USE OF EQUIPMENT OVER MC-7200 CHAMBERS IS LIMITED:
· NO EQUIPMENT IS ALLOWED ON BARE CHAMBERS.
· NO RUBBER TIRED LOADER, DUMP TRUCK, OR EXCAVATORS ARE ALLOWED UNTIL PROPER FILL DEPTHS ARE REACHED IN ACCORDANCE WITH THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION

GUIDE".
· WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT CAN BE FOUND IN THE "STORMTECH MC-3500/MC-4500 CONSTRUCTION GUIDE".

3. FULL 36" (900 mm) OF STABILIZED COVER MATERIALS OVER THE CHAMBERS IS REQUIRED FOR DUMP TRUCK TRAVEL OR DUMPING.

USE OF A DOZER TO PUSH EMBEDMENT STONE BETWEEN THE ROWS OF CHAMBERS MAY CAUSE DAMAGE TO CHAMBERS AND IS NOT AN ACCEPTABLE BACKFILL METHOD. ANY CHAMBERS DAMAGED BY
USING THE "DUMP AND PUSH" METHOD ARE NOT COVERED UNDER THE STORMTECH STANDARD WARRANTY.

CONTACT STORMTECH AT 1-888-892-2694 WITH ANY QUESTIONS ON INSTALLATION REQUIREMENTS OR WEIGHT LIMITS FOR CONSTRUCTION EQUIPMENT.

STORMTECH CHAMBER SPECIFICATIONS
1. CHAMBERS SHALL BE STORMTECH MC-7200.

2. CHAMBERS SHALL BE MANUFACTURED FROM VIRGIN, IMPACT-MODIFIED POLYPROPYLENE COPOLYMERS.

3. CHAMBER ROWS SHALL PROVIDE CONTINUOUS, UNOBSTRUCTED INTERNAL SPACE WITH NO INTERNAL SUPPORT PANELS THAT WOULD IMPEDE FLOW OR LIMIT ACCESS FOR INSPECTION.

4. THE STRUCTURAL DESIGN OF THE CHAMBERS, THE STRUCTURAL BACKFILL, AND THE INSTALLATION REQUIREMENTS SHALL ENSURE THAT THE LOAD FACTORS SPECIFIED IN THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS, SECTION 12.12, ARE MET FOR: 1)
LONG-DURATION DEAD LOADS AND 2) SHORT-DURATION LIVE LOADS, BASED ON THE AASHTO DESIGN TRUCK WITH CONSIDERATION FOR IMPACT AND MULTIPLE VEHICLE PRESENCES.

5. CHAMBERS SHALL MEET THE REQUIREMENTS OF ASTM F2418-16, "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

6. CHAMBERS SHALL BE DESIGNED AND ALLOWABLE LOADS DETERMINED IN ACCORDANCE WITH ASTM F2787, "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

7. ONLY CHAMBERS THAT ARE APPROVED BY THE SITE DESIGN ENGINEER WILL BE ALLOWED. THE CHAMBER MANUFACTURER SHALL SUBMIT THE FOLLOWING UPON REQUEST TO THE SITE DESIGN ENGINEER FOR APPROVAL BEFORE DELIVERING CHAMBERS TO THE PROJECT
SITE:

a. A STRUCTURAL EVALUATION SEALED BY A REGISTERED PROFESSIONAL ENGINEER THAT DEMONSTRATES THAT THE SAFETY FACTORS ARE GREATER THAN OR EQUAL TO 1.95 FOR DEAD LOAD AND 1.75 FOR LIVE LOAD, THE MINIMUM REQUIRED BY ASTM F2787 AND BY
AASHTO FOR THERMOPLASTIC PIPE.

b. A STRUCTURAL EVALUATION SEALED BY A REGISTERED PROFESSIONAL ENGINEER THAT DEMONSTRATES THAT THE LOAD FACTORS SPECIFIED IN THE AASHTO LRFD BRIDGE DESIGN SPECIFICATIONS, SECTION 12.12, ARE MET. THE 50 YEAR CREEP MODULUS DATA
SPECIFIED IN ASTM F2418 MUST BE USED AS PART OF THE AASHTO STRUCTURAL EVALUATION TO VERIFY LONG-TERM PERFORMANCE.

c. STRUCTURAL CROSS SECTION DETAIL ON WHICH THE STRUCTURAL EVALUATION IS BASED.

8. CHAMBERS AND END CAPS SHALL BE PRODUCED AT AN ISO 9001 CERTIFIED MANUFACTURING FACILITY.

24"
(600 mm) MIN*

7.0'
(2.1 m)
MAX

12" (300 mm) MIN100" (2540 mm)

12" (300 mm) MIN

12" (300 mm) MIN
6"

D
C

B

A

THERMOPLASTIC LINER DETAIL

1 LAYER OF ADS GEOSYNTHETICS NON-WOVEN GEOTEXTILE ALL AROUND CLEAN,
CRUSHED, ANGULAR STONE IN A & B LAYERS, BOTH SIDES OF THERMOPLASTIC LINER.

SEE STORMTECH'S TECH SHEET #2 FOR NON-WOVEN WEIGHT RECOMMENDATIONS.

*TO BOTTOM OF FLEXIBLE PAVEMENT. FOR UNPAVED
INSTALLATIONS WHERE RUTTING FROM VEHICLES MAY OCCUR,

INCREASE COVER TO 30" (750 mm).

DEPTH OF STONE = 9"
(230 mm) MIN

PERIMETER STONE
(SEE NOTE 6)

EXCAVATION WALL
(CAN BE SLOPED OR VERTICAL)

MC-7200
END CAP

SUBGRADE SOILS
(SEE NOTE 4)

PAVEMENT LAYER (DESIGNED
BY SITE DESIGN ENGINEER)

NON-WOVEN
GEOTEXTILE

ANGULAR
STONE

OVERLAP ON TOP SEVERAL
INCHES TO ANCHOR

THERMOPLASITC
LINER

EARTH

NON-WOVEN
GEOTEXTILE

60"
(1524 mm)

30 MIL. PVC IMPERVIOUS LINER BETWEEN TWO LAYERS OF 8OZ. NON-WOVEN FILTER FABRIC (SIDES AND BOTTOM
ONLY) IMPERMEABLE LINER TO BE INSTALLED AROUND STORAGE AREA OF MC-7200 SYSTEM (SEE LINER NOTES)



IR: Initial Reflectance    SRI: Solar Reflectance Index Exterior Colors (PVDF)

Igloo White★ INTERIOR COLOR (POLYESTER)

Insulated Metal Panels 
PVDF Cool Coatings
Metl-Span’s insulated metal panels are finished with cool coating systems that feature vivid, fade-resistant 
color, incredible durability and environmentally friendly cool technology formulated to provide premium 
energy efficient solar reflectivity, making them the ideal choice for industrial and commercial markets.

Desert Sand IR .52 SRI 60

Regal White IR .67 SRI 81 Reflective White IR .59 SRI 70

Surrey Beige ■ IR .46 SRI 52

Warm White IR .59 SRI 70 Pearl Gray IR .45 SRI 51

Dark Bronze IR .27 SRI 27

Slate Gray IR .35 SRI 38 Royal Blue IR .26 SRI 25

Charcoal IR .30 SRI 31

Terra Cotta IR .31 SRI 32 Cypress Green IR .26 SRI 25

Galvalume* IR .77 SRI 72

★ When using field applied coatings always order Igloo White Polyester for the exterior coating. * Available on CFR-IMP Panels only. The Galvalume coating process is likely to result in variances in spangle (size, 
number, and reflection) from coil to coil which may result in noticeable shade variations. Galvalume is also subject to variable weathering and may appear to have different shades due to weathering characteristics. 
These shade variations are not cause for rejection. ■ Surrey Beige PVDF does not match the Surrey Beige Tuff Cote® color offering. Colors shown closely approximate actual coating colors. All standard PVDF 
colors have a 35-year finish warranty. The term “TBK” on the Order Document refers to “To Be Selected” from standard PVDF colors as shown on this chart. Please note that PVDF is a slight upcharge over SP. 
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energy efficient solar reflectivity, making them the ideal choice for industrial and commercial markets.

Desert Sand IR .52 SRI 60

Regal White IR .67 SRI 81 Reflective White IR .59 SRI 70

Surrey Beige ■ IR .46 SRI 52

Warm White IR .59 SRI 70 Pearl Gray IR .45 SRI 51
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Slate Gray IR .35 SRI 38 Royal Blue IR .26 SRI 25
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Terra Cotta IR .31 SRI 32 Cypress Green IR .26 SRI 25

Galvalume* IR .77 SRI 72

★ When using field applied coatings always order Igloo White Polyester for the exterior coating. * Available on CFR-IMP Panels only. The Galvalume coating process is likely to result in variances in spangle (size, 
number, and reflection) from coil to coil which may result in noticeable shade variations. Galvalume is also subject to variable weathering and may appear to have different shades due to weathering characteristics. 
These shade variations are not cause for rejection. ■ Surrey Beige PVDF does not match the Surrey Beige Tuff Cote® color offering. Colors shown closely approximate actual coating colors. All standard PVDF 
colors have a 35-year finish warranty. The term “TBK” on the Order Document refers to “To Be Selected” from standard PVDF colors as shown on this chart. Please note that PVDF is a slight upcharge over SP. 
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MKJC REALTY LLC

TOWN OF NEWBURGH
ORANGE COUNTY, NEW YORK
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